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01_RANGE OVERVIEW

02_BRAKING AND TYRES

Measurements and characteristics are for general reference purposes only and may vary from country to country. The manufacturer reserves the right to change them without prior warning. 
Renault Trucks SAS with a capital of 50 000 000 € - 954 506 077 RCS Lyon - Printed by Faurite.

Type Cab (Height) Transmission GVW GCW Wheelbase (Length) Engine Power ratings Gearboxes

Chassis cab
Single (H1)
Double (H1)

Front wheel drive

3.5 t

6 t
E20 (L2)
E30 (L3)

dCi 2.3

110 hp
130 hp
145 hp
165 hp
170 hp

6 speed manual 
and automated

(170 hp)

Rear wheel drive
Single wheel

6.5 t

130 hp
145 hp
165 hp

6 speed manual
Rear wheel drive

Twin wheel

7 t E20 (L2)
E20 + Long rear overhand (L3)

E30 (L3)
E30 + Long rear overhand (L4)4.5 t 7.5 t

Platform cab
Single (H1)
Single (H2)

Front wheel drive 3.5 t 6 t
E20 (L2)
E30 (L3)

110 hp
130 hp
145 hp
165 hp
170 hp

6 speed manual 
and automated

(170 hp)

2.8 t – 3.3 t 3.5 t 3.5 t (Rear wheel drive) 4.5 t (Rear wheel drive)

Brakes
FRONT : Ventilated discs

REAR : Solid wheels in the rear

Dynamic Vehicle Control ESC (ASR+HSA+TSA+ROM+RMF)

Tyres (all-weather in option) 215/65 R16 225/65 R16 235/65 R16 195/75 R16

The ESC (Electronic Stability Control) is supplied as standard on all versions and includes the following technologies:

•  Extended grip / ASR (Anti Slip Regulation)

•  Hill Start Aid

•  Trailer Swing Assist (Trailer stability function)

•  ROM / RMF (Rollover Mitigation / Rollover Mitigation Function)
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03_DRIVELINE

DCI 2.3 - 110 HP EURO 6

Nm
rpm

kW

DCI 2.3 - 130 HP EURO 6

Nm
rpm

kW

DCI 2.3 - 130 HP
BI-TURBO EURO VI

Nm
rpm

kW

Available on the 110, 130, 165 and 
170 hp models:
ESM (Electricity Smart Management): 
electricity management for the vehicle 
via the battery allowing savings 
to be made on the alternator and 
starter, to reduce fuel consumption.

Standard on the 110, 130, 145, 165 
and 170 hp models: 
Eco Mode

Standard on the 110, 145, 165 and 
170 hp models:
Stop & Start

Fuel tank capacity:
80 or 100 L

AdBlue® tank capacity:
22 l including 2 l reserve capacity

DCI 2.3 - 165 HP
EURO VI

Nm
rpm

kW

DCI 2.3 - 170 HP
EURO 6

Nm
rpm

kW

 DCI 2.3 EURO 6 ENGINE

81 kW (110 hp) – 290 Nm 

Capacity 2.298 cm3

Cylinders 4

Maximum power 81 kW

Maximum torque 290 Nm

Bore 85 mm

Stroke 101.3 mm

Unladen weight 180 kg

 DCI 2.3 EURO VI ENGINE

120 kW (165 hp) – 380 Nm 
Bi-turbo

Capacity 2.298 cm3

Cylinders 4

Maximum power 120 kW

Maximum torque 380 Nm

Bore 85 mm

Stroke 101.3 mm

Unladen weight 180 kg

 DCI 2.3 EURO 6 ENGINE

125 kW (170 hp) – 380 Nm 
Bi-turbo

Capacity 2.298 cm3

Cylinders 4

Maximum power 125 kW

Maximum torque 380 Nm

Bore 85 mm

Stroke 101.3 mm

Unladen weight 180 kg

 DCI 2.3 EURO 6 / VI ENGINE

96 kW (130 hp) – 330 Nm 
Variable geometry turbo or twin turbo

Capacity 2.298 cm3

Cylinders 4

Maximum power 96 kW

Maximum torque 330 Nm

Bore 85 mm

Stroke 101.3 mm

Unladen weight 180 kg

 DCI 2.3 EURO 6 / VI ENGINE

107 kW (145 hp) – 360 Nm 
Bi-turbo

Capacity 2.298 cm3

Cylinders 4

Maximum power 107 kW

Maximum torque 360 Nm

Bore 85 mm

Stroke 101.3 mm

Unladen weight 180 kg
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DCI 2.3 - 145 HP EURO 6 / VI

Nm
rpm

kW
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SW : Single wheel

TW : Twin wheel

*  Figures gathered during the NEDC cycle, mainly used for measuring vehicles’ consumption and polluting emissions using the procedure described by European directive 70/220/CEE. Consumption in actual use can 

be different depending on how the vehicle is used, the driving style and the topography.

 GEARBOXES

 AXLES AND DRIVE AXLE RATIOS

 CONSUMPTION AND POLLUTING EMISSIONS*

Rear wheel drive / Front wheel drive Front wheel drive (170 hp)

Manual Quickshift automatic

Number of gears
Forward 6 6

Reverse 1 1

Maximum torque 380 Nm 380 Nm

2.8 t 3.3 t 3.5 t 4.5 t

Transmission Front wheel drive Front wheel drive

Front wheel 
drive/

Rear wheel 
drive

Front wheel 
drive

Rear wheel 
drive

Front wheel 
drive/

Rear wheel 
drive

Rear wheel drive

Transmission SW SW SW TW TW

Tyre configuration

FR RR FR RR FR RR FR RR

Maximum technical 
capacity (kg)

1,550 1,650 1,650 1,900 1,850 2,100 2,300 2,800 1,850 3,200

Axles 3.58 3.58 3.58 4.18 4.18

Power rating 110 hp 130 hp 145 hp 165 hp 170 hp

Standard Euro 6 Euro VI Euro 6 Euro VI Euro 6

Gearboxes Manual
Quickshift 
automatic

Type Chassis cab / Platform cab

Transmission Front wheel drive

Rear
wheel
drive
(SW)

Rear
wheel
drive
(TW)

Front wheel drive

Rear
wheel
drive
(SW)

Rear
wheel
drive
(TW)

Front
wheel
drive

Rear
wheel
drive
(SW)

Rear
wheel
drive
(TW)

Front wheel drive

MPG/ NEDC 38.17 36.69 31.39 30.37 40.94 37.66  34.45 32.85 37.66 34.45 32.85 40.35 39.79 37.66

CO
2
 emissions 191 g 201 g 232 g 242 g 179 g 195 g 212 g 222 g 195 g 212 g 222 g 183 g 184 g 195 g
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Mini (mm) Maximum (mm)

Front wheel drive

Chassis Cab E20 3,184 3,466

Chassis Cab E30 3,834 4,840

Crew Cab E20 2,434 2,516

Crew Cab E30 3,084 4,044

Cab floor E20 H1 3,091 3,313

Cab floor E20 H2 3,091 3,352

Cab floor E30 H1 3,741 4,926

Cab floor E30 H2 3,741 4,926

Rear wheel drive
Single wheel

Chassis Cab E20 3,184 4,295

Chassis Cab E30 3,834 4,926

Crew Cab E20 2,434 3,232

Crew Cab E30 3,084 4,926

Rear wheel drive
Twin wheel

Chassis Cab E20 3,184 4,276

Chassis Cab E20 Long overhang 3,734 4,276

Chassis Cab E30 Long overhang 4,384 5,470

Crew Cab E20 Long overhang 2,985 3,416

Crew Cab E30 Long overhang 3,635 4,436



36RENAULT TRUCKS_RENAULT MASTER

 CHASSIS CAB

05_WEIGHTS AND DIMENSIONS

Profile Front wheel drive

Cabs Single Double

Wheelbases E20 E30 E20 E30

Tonnage (GVW) 3.5 t

Weight (kg)

Vehicle weight 1,857 1,883 2,053 2,096

Payload 1,643 1,617 1,447 1,404

Maximum front axle load capacity 1,850

Maximum rear axle load capacity 2,100

Towing capacity 2,500

Dimensions (mm)

Wheelbases 3,682 4,332 3,682 4,332

Body length (min / max) 3,184 / 3,466 3,834 / 4,840 2,434 / 2,516 3,084 / 4,044

Profile Rear wheel drive

Cabs Single Double

Versiunea Single wheel Twin wheel Single wheel Twin wheel

Wheelbases E20 E30 E20 E30 E20 E30 E20 E30

Overhang Short Short Long Short Long

Tonnage (GVW) 3.5 t 3.5 t 4.5 t 3.5 t 4.5 t 3.5 t 3.5 t 4.5 t 3.5 t 4.5 t

Weight (kg)

Vehicle weight 1,992 2,043 2,160 2,168 2,197 2,217 2,250 2,336 2,405

Payload* 1,508 1,457 1,340 1,332 2,332 1,303 2,303 1,283 1,250 1,164 2,164 1,095 2,095

Maximum front axle load 
capacity

1850

Maximum rear axle load 
capacity

2,300 2,800 3,200 2,800 3,200 2,300 2,800 3,200 2,800 3,200

Towing capacity 2,500 3,500 3,000 3,500 3,000 2,500 3,500 3,000 3,500 3,000

Dimensions (mm)

Wheelbases 3,682 4,332 3,682 4,332 3,682 4,332 3,682 4,332

Body length (min / max)
3,184 / 
4,295

3,834 / 
4,926

3,184 / 
4,276

3,734 / 4,276 4,384 / 5,470
2,434 / 
3,232

3,084 / 
4,926

2,985 / 3,416 3,635 / 4,436

Overhang length 1,119 1,669 1,119 1,669

Profile Front wheel drive

Cabs Single

Wheelbases E20 H1 E20 H2 E30 H1 E30 H2

Tonnage (GVW) 3.5 t

Weight (kg)

Vehicle weight 1,759 1,774 1,781 1,797

Payload 1,741 1,726 1,719 1,703

Maximum front axle load capacity 1,850

Maximum rear axle load capacity 2,100

Towing capacity 2,500

Dimensions (mm)

Wheelbases 3,682 4,332

Body length (min / max) 3,091 / 3,313 3,091 / 3,352 3,741 / 4,926 3,741 / 4,926

These values are subject to change depending on the options and additional equipment which may be mounted on the vehicle. Figures shown reflect kerb weight according to type approval including all fluids 

including 90% full fuel tank, tools and driver. The vehicle weight also includes all removable options E.g. Bulkhead, spare wheel, tools, sliding door etc... * The above dimensions exclude the fitment of of accessories 

such as taillifts etc. Figures shown reflect kerb weights according to type approval including all fluids, 90% fuel, tools and driver (75 kg). The weight also includes any removable options E.g.spare wheel & tools etc.

 CAB FLOOR
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06_CABS

SINGLE WHEEL

CHASSIS

PLATFORM

TWIN WHEEL

2,070

2,470 / 2,654

2
,2

5
2

 /
 2

,3
0

1

2,070
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 SINGLE WHEEL

 TWIN WHEEL SHORT OVERHANG

 TWIN WHEEL LONG OVERHANG

166

166

166

166

166

166

166

166

166

842

842

842

842

842

842

842

842

842

1,119

1,119

1,119

1,669

1,669

1,119

1,119

1,669

1,669

 CHASSIS

E20 CREW CAB

CREW CAB

CREW CAB

CREW CAB

E20

E20

E30

E30

3,682

3,682

4,332

4,332

3,682

3,682

4,332

4,332

3,682

5,643

5,643

6,293

6,843

6,193

5,643

6,293

6,843

6,193
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 PLATFORM

166

166 166

166

842 842

842 842

1,006 1,006

1,006 1,006

E20 H1 E20 H2

E30 H2E30 H1

3,682 3,682

4,332 4,332

5,530 5,530

6,180 6,180


